Apparatus and Method for Optimizing a 
Pellicle for Off-Axis Transmission of Light ^ 

Atty Dkt: 064441.0207; Inventors: Gordon e/ 
Sheets: 1 of 3 Filed: February 1 5, 2001 



CO 



LU 



1.0- 
0.9- 
0.8- 
0.7- 
0.6- 
0.5- 
0.3- 
0.2- 
0.1- 
O.Q- 
-90 



1/3 



NORMAL INCIDENCE 
QUADRAPOLE @12 DEGREES 



FIG. 1 



r 




1 A 
/\ 

V ^ 







/ \ 





-80 



T 



70 



T 



■60 



50 



■40 



-^0-20-^1° 



10 



20 



30 



40 



50 



60 



70 



80 



90 



ANGLE OF DIFFRACTION FROM SLIT (DEGREES) 




FIRST ORDER /(I \ FIRST ORDER 

ZERO 
ORDER 



FIG. 2B 



32 



I \ \ \ 
1 ^ ^ ^ 



30 



31 



, X \ FIRST ORDER 
FIRST ORDERj' \ 

^7"^ ^36 



3-34 
" OR 
■38 



40 



ZERO 
ORDER 



52- 



FIG. 3 



50 



■51 
■52 



'\ ' ' S ' 



53 53 



53 53 



■54 



1 



I 



E E E 

C £= C 
LO LO ID 

ro 

oo oo oo 

HI 




• 



Apparatus and Method for Optimizing a 
Pellicle for Off-Axis Transmission of Ligl 

Atty Dkt: 064441.0207; Inventors: Gordor'' 
Sheets: 2 of 3 Filed: February 15, 2001 



a 

i 




2/3 



CO 
CO 



o 



Apparatus and Method for Optimizing a ' 
Pellicle for Off-Axis Transmission of Light^^ ' 
Atty Dkt: 064441 .0207; Inventors: Gordon ^Bli 
Sheets: 3 of 3 Filed: February 15, 2001 ^^^f 

\ 

3/3 




